EXHIBIT D




FOollow INese guigennes 10 prevent
damage 1o cabinet when hfting.

! 1. Use a minmum sling
length of 8 feet.

2 Use of a spreader bar
(not shown here} 1s
highly recommended.

3 Always use a separate
sling for each cabinet
eye-bolt. Never loop a
shng between eye-bolts.

4 Crane or dernck used
must be ratea for at least
5000 Ibs.

Once the cabinet 1s anchored to the pad, the telco and fiber-oplic cables
may be run into the cabynetl. This ic done by removing the boots inside the
cabinet and feeding the cables through the conduit.

- Cabinet Placement

.




Cabinet (Splice Chamber View)
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Cabinet (Side 2 View)
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Cabinet (Side 1 View)

Sk A ot I A O AR A P 3 5




EXHIBIT E







I declare under penalty of perjury that the foregoing is true and correct.

iolo

Dated: This | Zday of _Q<tebv= 2000




CERTIFICATE OF SERVICE

I hereby certify that on this 12" day of October, 2000, I caused true and correct
copies of the forgoing Comments of AT&T Corp. to be hand-delivered for filing with the Federal
Communications Commission to the persons below.

Dated: October 12, 2000
Washington, D.C.

! Peter M. Andros

Magalie Roman Salas

Office of the Secretary

Federal Communications Commission
445 12™ Street, S.W.

Washington, D.C. 20554

Janice Myles *

Common Carrier Bureau

Federal Communications Commission
445 12" Street, S W.

Washington, D.C. 20554

ITS
445 12" Street, S.W.
Washington, D.C. 20554

* Served one (1) paper copy and one (1) diskette copy




